TECHNICAL DATA SHEET

Ref. 200000
Unipolar Termoplastic

DATTERY MASTER swiTCH
24VDC | /5A

GENERAL CHARACTERISTICS Size diagrams

Protection degree: IP61
Ambient temperature: -40°C to +85°C :
Weight: 0.152 Kg approx. J I

Contacts: Copper Tl
Connections: not polarized Lz
FIELDS OF APPLICATION N ‘ |
m| o ‘
. . . . . m O mn n |
Handling vehicles, industrial vehicles, o %‘ ; 6225
agriculture machinery, industry... T ’
11 1 ;

POWER CIRCUIT l % |

EXG 17

Connection: M10 terminals I ==
Tightening torque: 1.2 +/- 0.1 daN-m e e |
Type: D1 normally open

Nominal current: 75 A ! ! i
Nominal voltage: 24 VDC M19) :
Max. capacity: 300 A during 5 seconds 35
PARTICULAR CHARACTERISTICS: @7,

Removable handle in open position

SPARE PARTS

Plastic Handle 500032
Chain 520009
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The assignment and the recommendation of the products inserted in our instructions take account of the state of vehicle stock at the day of their publication. The manufacturer responsibility could not be engaged
in case of modification, substitution or suppression of assignments or recommendations which could be occur without advance warming particularly by vehicle manufacturer initiative. The technical characteristics
of our products are liable to advance at every time to take account of the technical and technological improvements. No contractual document. Drawing dimensions in milimeters.



