
TECHNICAL DATA 45kWh HV Battery

Peak Power 180kW

Rated Energy 45.3kWh

Usable Energy Capacity (95%) 42.75kWh

Volumetric Energy Density 204Wh/l

Gravitational Energy Density 130Wh/kg

Volumetric Power Density 417W/l

Configuration Cell2Pack

Voltage (V) 380V

Charge C-Rates Peak 2C / Continuous 1C

Discharge C-Rates Peak 4C / Continuous up to 4C

Working Temperature 0-50°C (Charge) -20°C – 50°C (Discharge)

Weight (kg) Approx. 350kg

Dimensions 1330 x 880 x 190mm
Recommended SOC Range 20-80%
Cell Chemistry Lithium Iron Phosphate (LFP)
Housing / Certification Metal Sheet / IP67 / ECE R100
Cycles >4000* (@1C)

Thermal Management

Adaptive Immersion Technology
Active thermal Runaway Suppression
Protection from External Fires

BESPOKE SOLUTIONS FOR HIGH PERFORMANCE APPLICATIONS

EXPERT ENGINEERING
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TECHNICAL DATASHEET

PRODUCT DESCRIPTION

ENERGY STORAGE SOLUTIONS / HV SOLUTIONS / IMMERSION BATTERY

Laxfiskevagen 30, 433 38, Partille, Sweden
www.anodox.com

The 400V 45kW Adaptive Immersion  Battery Pack by Anodox Energy Systems delivers high power, safety, and 
reliability for modern electric vehicles. Featuring Lithium Iron Phosphate (LFP) technology and immersion 
temperature management, it ensures optimal thermal management, enhanced performance, and extended 
lifespan, even under heavy loads.

High Power Output: 45kW at 400V for exceptional range and acceleration.
Immersion Cooling: Superior temperature control for safety and durability.
Compact Design: Lightweight and easy to integrate into various platforms.
Smart Connectivity: Real-time monitoring and diagnostics for efficiency.
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Available for Automotive, Marine and Stationary Applications

400V 45kWh IMMERSION BATTERY

APPLICATIONS / USAGE:

*depending on customer configuration
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